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3.15 PRIMAFLEX SPIRAN
Temperature range -55 °C to 150 °C

Properties

• Lightweight

• Highly flexible

• High tensile strength

• High compressibility

• With scuff protection

• Large diameters available

• Continious connection possible

Application ranges

Ventilation, Fan hose, Drying Technology,

Length

Standard length: 7,6 m. According to specifications.

Further informations

Color: black-grey.

Extras: end rings instead of end sleeves. Hooks or

eyelets for suspended installation.

Description

Very lightweight, highly flexible (fan) spiral hose for upper medium

temperature range made of a layer with Hypalon®-coated polyamide

fabric with an outer spring steel spiral with scuff protection.

A finely crafted specialist sewn product of high quality using high-grade

raw materials.

Highly suitable for conveying hot and cold air.

Available in our online shop
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TECHNICAL SPECIFICATIONS

Inner-Ø (mm) Outer-Ø (mm) Bending radius
(mm)

Pressure
(bar)

Vacuum
(bar)

Weight
(kg/m)

Length
(m)

Article No.

102 50 106 0,3 0,05 0,45 7,6 4017102

127 75 106 0,3 0,05 0,56 7,6 4017127

152 100 106 0,3 0,05 0,67 7,6 4017152

203 125 142 0,275 0,05 0,9 7,6 4017203

254 150 178 0,225 0,03 1,18 7,6 4017254

305 150 214 0,175 0,03 1,4 7,6 4017305

356 150 249 0,15 0,03 1,6 7,6 4017356

407 150 285 0,125 0,03 1,8 7,6 4017407

425 150 298 0,12 0,03 1,95 7,6 4017425

457 150 320 0,11 0,03 2,1 7,6 4017457

508 150 356 0,1 0,025 2,36 7,6 4017508

525 150 368 0,1 0,025 2,47 7,6 4017525

600 150 420 0,085 0,02 2,7 7,6 4017600


